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Q17 Tpe length of a rectangle measured with a 10 m chain was found to be 100 m.
This chain was 10 cm too long. Also, during the measurement of breadth with a
chain of 20 m length, the applied pull was 20 kg; whereas, the standard pull for
the chain was 10 kg. The measured breadth was 50 m. Find the actual area of
the rectangle in m?. Modulus of elasticity of chain = 2 = 106 kg/em? and area of
cross-section of chain is 0.05 cm?.

Ans X 1.5050
« 2. 5050.202
< 3.5050.101
X 4.5049.798

Question ID : 264330100638
Status : Not Answered
Chosen Option : ==

Q.18 Which of the following with respect to Centre Line method is NOT true?
Ans ¢ 1. If two walls come from opposite directions and meet a wall at the same junction, then
there will be one junction (as per centre line method).
#5 2. At the corners of the building where two walls meet, no subtraction or addition is
required for the centre line length.
#5 3. For a building having different types of walls, each set of wall has to be dealt with
separately.
/< 4. Total quantity for an item is obtained by multiplying the total centre line length by the
respective breadth and height.

Question ID : 26433099333
Status : Answered
Chosen Option : 4

Q.19 Which of the following particulate pollution control devices CANNOT be used for a
particle size less than 50 micron?

Ans X 1. Cyclone collector
#< 2. Spray towers
/< 3. Electrostatic precipitator

«” 4. Gravitational settling chambers

Question ID : 26433095909
Status : Answered
Chosen Option : 1

Q.20 As per IS 10262: 2009, what is the assumed standard deviation in MPa of a M 30
concrete?

Ans 1.5
K24
< 3.35
& 4.6

Question ID : 26433096522
Status : Answered
Chosen Option : 2
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Q.21 The portion of the trunk having inner annular rings surrounded by the pith is called:
Ans X 1.bark

25 2. cambium
/< 3. sapwood
«” 4. heartwood

Question ID : 26433088081
Status : Answered
Chosen Option : 3

Q.22 Transported soil known as ‘Talus’ is transported by
Ans X 1.wind

5 2. flowing water
& 3. gravitational force

X 4. ice

Question ID : 26433096653
Status : Answered
Chosen Option : 3

—_—

Q.23 The minimum amount of water required to be added to the soil, expressed as
percentage of weight of the soil, that will just make it flow like a liquid when jarred
slightly is known as

Ans X 1. plastic limit

" 2. liquid limit
25 3. shrinkage limit
75 4. elastic limit

Question ID : 26433096656
Status : Answered
Chosen Option : 1

Q.24 Which of the following rules of measurement book is true?
Ans X 1. Measurements can be recorded before completion of a work.

#< 2. Description of work is not necessary for recording measurement.
75 3. Measurements of the same item under different conditions can be recorded together.

«” 4. Dimensions should be entered in the order of length, breadth, and thickness.

Question ID : 26433099315
Status : Answered
Chosen Option : 4
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Q25 For calculating annual property depreciation, the following described formula is
used by which method of deprecation calculation?

Original Cost — Scrap Value
Life in years

Annual Depreciation =

Ans & 1. Straight line method

#5 2. Quality survey method

#< 3. Sinking fund method

75 4. Declining balance method

Question ID : 26433096582
Status : Answered
Chosen Option : 1

Q.26 During the construction of particle board in the extrusion pressing process, what is
the orientation of the wood particles with respect to the plane of board?

Ans 1. Q0°
X2 0Q°
X3 45°
x4.30°

Question ID : 26433088058
Status : Answered
Chosen Option : 3

Q.27 Which of the following joint types primarily relieves tensile stress in a concrete
pavement?

Ans X 1. Expansion
#5 2. Construction
" 3. Contraction
/< 4. Longitudinal

Question ID : 264330100972
Status : Answered
Chosen Option : 4

Q.28 The bitumen that is obtained as a residue during the distillation of a high-resin
petroleum is called:

Ans X 1. cutback bitumen
#5 2. straight run bitumen
«” 3. residual bitumen
#5 4. plastic bitumen

Question ID : 26433088068
Status : Not Answered
Chosen Option : ==
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Q.29 The use of Electronic Digital Theodolite attached to a total station is to measure:
Ans ¢ 1. horizontal and vertical angles

#5 2. the degree of a curve
#< 3. horizontal distance

X 4. the latitude and the longitude of a line

Question ID : 264330100679
Status : Answered
Chosen Option : 1

Q.30 Which of the following gradients will have the maximum value?

Ans X 1. Minimum gradient for plain and rolling terrain
” 2. Exceptional gradient for plain and rolling terrain
#5 3. Minimum gradient for steep terrain

75 4. Limiting gradient for plain and rolling terrain

Question ID : 26433086526
Status : Answered
Chosen Option : 2

—_—

Q.31 Which of the following soil type has the highest value of co-efficient of permeability?
Ans X 1.Clay

o” 2. Coarse sand
75 3. Fine sand

X 4. silt

Question ID : 26433099733
Status : Answered
Chosen Option : 4

Q.32 In surveying, a point is established using:
Ans X 1.at the most three points of reference

#5 2. at the most two, already fixed points of reference
#< 3. at least two points of reference

«” 4. at least two, already fixed points of reference

Question ID : 264330100632
Status : Answered
Chosen Option : 4

Q.33 Determine the total water force (in kN) acting on the bottom of a tank which is
completely filled with water. Height and width of the tank is 2 m and 3 m, respectively.

Ans X 1.130
X 2.125
x 3.120

o 417

Question ID : 26433088707
Status : Answered
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Q.34 Surface water will also include particulate and dissolved organic matter formed due to
decay and leaching of organic detritus. This is collectively referred to as:

Ans X 1.biological load
«” 2. natural organic matter (NOM)
#5 3. chemical effervescence

#5 4. biochemical matter

Question ID : 26433099773
Status : Answered
Chosen Option : 1

Q.35 As per IS 456:2000, short axially loaded RC column members using mild steel are
designed by the equation )
where,
P, = factored axial load on the member
f.kx = characteristic compressive strength of the concrete
fy = characteristic strength of the compression reinforcement
Ag = gross cross sectional area
A, = area of concrete
Agc = area of longitudinal reinforcement of column

Ans s 1 Pu=0.4 fg A+ 0.67 fA,
X2 Pu=0.4fx A~ 0.67 fA.

X 4. Py=0.25f3 A — 0.875As

Question ID : 26433096323
Status : Answered
Chosen Option : 2

Q.36 A water supply pipe of diameter 0.5 m conveying 0.8 m3/sec of water from a source to
supply. The distance between source and supply is 500 m and Darcy Weisbach friction
factor of a pipe is 0.03. Find the head loss due to friction.

Ans X 1.295m
o 2.253m
5 3.30.5m
K 4.275m

Question ID : 26433091148
Status : Not Answered
Chosen Option : --
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Q.37 As per IS 800:2007, permissible maximum slenderness ratio for a member normally
acting as a tie in a roof truss or a bracing system not considered effective when
subjected to possible reversal of stresses resulting from the action of wind or
earthquake forces will be

Ans X 1.250
X 2.400
& 3.350
X 4.300

Question ID : 264330100830
Status : Answered
Chosen Option : 1

Q.38 In the case of lap joint welds, the minimum lap should NOT be less than X times the
thickness of the thinner part joined or 40 mm (whichever is more), where X is:

Ans X 1.8
X 2.6
X 3.2
44

Question ID : 26433099795
Status : Answered
Chosen Option : 4

Q.39 Basin lag in hydrology is the time difference between the

Ans X 1. excess rainfall and surface runoff
75 2. precipitation and evaporation
«” 3. centroid of rainfall excess and centroid of surface runoff

#< 4. rainfall and runoff of two basins

Question ID : 26433095854
Status : Not Answered
Chosen Option : --

Q.40 A rectangular column 300 mm x 300 mm size and 5 m long is restrained in position
and direction at both ends. The recommended value of it's effective length is

Ans X 1.5m
X 2.25m
& 3.325m

K 4.4m

Question ID : 26433099418
Status : Answered
Chosen Option : 4
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Q.41 Two litres of an oil weigh 16 N. Calculate the specific gravity of the oil. Take density of
water as 998 kglm3.

Ans X 1.0.786
o 2.0.816
X 3.0.846
X 4.0.856

Question ID : 26433088700
Status : Not Answered
Chosen Option : --

Q.42 The flow of water into the ground through the soil surface is called
Ans X 1.evaporation

«” 2. infiltration
#< 3. evapotranspiration

75 4. interception

Question ID : 26433095842
Status : Answered
Chosen Option : 2

Q.43 Select the correct option for the given statements.
Statement
1: Consolidation is due to a reduction in the volume of air voids at a given water
content.
Statement
2 : In compaction volume reduction is due to expulsion of pore water from voids.
Ans X 1.Both statements 1 and statement 2 are true and statement 2 is the correct
explanation of statement 1

75 2. Both statement 1 and statement 2 are false
/< 3. Statement 1 is true but statement 2 is false

«” 4. Both statements 1 and statement 2 are true but statement 2 is not the correct
explanation of statement 1

Question ID : 26433096643
Status : Not Answered
Chosen Option : --

Q.44 The major segregation of biomedical solid waste for safe and economic disposal is
done on the basis of:

Ans & 1. hazardous and non-hazardous categories
75 2. biodegradable and non-biodegradable categories
75 3. colour of the waste

#5 4. organic and inorganic categories

Question ID : 26433095931
Status : Not Answered
Chosen Option : ==
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Q.45 The phenomenon of rise or fall of liquid level in a capillarity tube is called as
capillarity. In non-wetting liquids (e.g. mercury), what is the relation between cohesion

of mercury and adhesion between mercury and capillary tube?

Ans ¢ 1. Cohesion is greater than adhesion.
#5 2. Cohesion is lesser than adhesion.
#5 3. No relation between cohesion and adhesion.

75 4. Cohesion is equal to adhesion.

Question ID : 26433094795
Status : Answered
Chosen Option : 1

Q.46 For a catchment in Rajasthan, India, the mean monthly temperature in June is 28°C
and average rainfall in June is 16 cm. Estimate the runoff (in cm) for the month of June

by Khosla’s method.
Ans X 1.6.4cm

@ 2.26cm
75 3.9.8cm
< 4.38cm

Question ID : 26433095845
Status : Answered
Chosen Option : 3

Q.47 Which of the following is NOT a desired stress distribution diagram at the base of a
masonry dam?

Ans
x 1.

x 3.

Tl

Status : Answered
Chosen Option : 1

Question ID : 264330100962
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Q.48 A Venturi meter is a device which is used extensively for measuring flow rate of fluids.
Which of the following is the working principle of a Venturi meter?

Ans X 1.Euler’s theorem
& 2. Reynold’s theorem
75 3. Pascal’s law

” 4. Bernoulli’'s theorem

Question ID : 26433088709
Status : Answered
Chosen Option : 4

Q.49 Which of the following characteristics of a brick make it a good quality brick?
Ans X 1. Warping

" 2. Good durability

#5 3. Uneven texture

#< 4. Shrinkage

Question ID : 26433091040
Status : Answered
Chosen Option : 3

Q.50 According to IS 800:2007, if a built-up column is subjected to axial force, the lacing for
compression members should be proportioned to resist a total transverse shear V;

equal to percentage of the axial load on the column.
Ans o 1.25

X 2.1
X 3.15
X 4.2

Question ID : 264330100825
Status : Answered
Chosen Option : 3

Q.51 In the design of tension members, the design strength due to yielding of gross section
is given by
Where
Ag = Gross area
fy = Yield stress
fu = Ultimate stress

Ans 1 Tae=Ag Iy / Yo
x2 Tge=09 Agfu/ Ymo
x3 Tge=AgTu/ ym

x4 Tag=Agty/ ym

Question ID : 26433099440
Status : Answered
Chosen Option : 3
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Q.52 Identify the state of sand, if the number of blow in the SPT test is more than 50.
Ans X 1.Dense

75 2. Loose

25 3. Medium dense

o 4. Very dense

Question ID : 26433096646
Status : Answered
Chosen Option : 3

Q.53 The impact value of aggregate is calculated for understanding which one of the
following characteristic property of aggregate?

Ans # 1. Resistance to sudden dynamic load
75 2. Abrasion

75 3. Porosity

25 4. Specific Gravity

Question ID : 26433096833
Status : Answered
Chosen Option : 4

Q.54 According to IS 800:2007, the nominal bearing strength of the bolt V,,;, is given by

Where f,, = Ultimate tensile stress of the plate
d¢= nominal diameter of bolt
t = thickness of connected plates

AS 1 Ve =25ky dt £,
X2 V=3 ke dtf,
X3 Vap=15ksdtf
X4 Van=2kd tf,

Question ID : 26433099438
Status : Answered
Chosen Option : 2

Q.55 Suppose magnetic declination is 180 degree East and the magnetic bearing is 60
degree, find the true bearing of the line.

Ans  # 1.240 degree
75 2.60 degree
#< 3. 180 degree
25 4. -120 degree

Question ID : 264330100649
Status : Answered
Chosen Option : 2
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Ans 'w 1. ﬂ'.? U fck
?( 2. US?V f[;k
X 3.0.87VTx

X 4045y

Q.56 As per Indian Standard IS 456 : 2000, where fy is the concrete compressive strength,
the tensile strength of concrete is calculated as:

Question ID : 26433088065
Status : Answered
Chosen Option : 4

given by .
Ans Theoretical discharge
Actual discharge

5 2 Actual discharge
' Velocity

; Discharge
~ Velocity

, Actual discharge
¥ Theoretical discharge

Q.57 The actual discharge of liquid through an orifice is determined by multiplying ideal
discharge by a factor called coefficient of discharge. The coefficient of discharge is

Question ID : 26433091046
Status : Answered
Chosen Option : 3

Q.58 Cubical content of a building is:
Ans & 1. Length x Breadth x Height

5 2. Length x Height
/< 3. Length x Breadth
75 4. Breadth x Height

Question ID : 26433091139
Status : Answered
Chosen Option : 3
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Q.59 For estimating the water absorption of aggregate used for concrete, the prescribed
oven drying temperature (degree C) is:

Ans X 1.90-100
& 2. 100 — 110
% 3.120-130
X 4.110-120

Question ID : 26433099785
Status : Answered
Chosen Option : 1

Q.60 Based on coarse aggregate’s shape, what shape is mostly recommended for good
bonding and high strength in concrete?

Ans o 1. Angular aggregates
#< 2. Flaky aggregates
/< 3. Elongated aggregates
#< 4. Rounded aggregates

Question ID : 26433088060
Status : Answered
Chosen Option : 2

Q.61 Which of the following options is INCORRECT?
Ans X 1. Lateral strain is generally less than longitudinal strain_

# 2. Longitudinal strain acts along the longest dimension.

Longitudinal strain

= Poisson’s ratio
Lateral strain

3=

/< 4. Lateral strain can be measured along transverse direction.

Question ID : 26433088023
Status : Answered
Chosen Option : 2

Q.62 Wind pressure on a chimney is expected to act on:
Ans o 1. projected area

#5 2. net cross-sectional area
/< 3. total contact area

75 4. total surface area

Question ID : 264330100965
Status : Answered
Chosen Option : 3
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Q.63 A tintometer is used to determine which of the following water quality parameters?

Ans X 1. Specific conductivity
& 2. Taste
" 3. Colour
X 4. Turbidity

Question ID : 26433095962
Status : Answered
Chosen Option : 3

Q.64 The total width of the road is 10 m and the camber is 2%. Find the height of the crown
of the road.

Ans X 1.0.01m
X 202m
2 3.002m

& 4.01m

Question ID : 26433091091
Status : Answered
Chosen Option : 3

—_—

Q.65 What will be the excess of water at the soil surface (mm), if the total precipitation is
150 mm, infiltration in soil is 5 cm and direct evaporation is 10 mm?

Ans X 1.50
X 2.65
o 3.90
 4.100

Question ID : 26433099757
Status : Answered
Chosen Option : 2

Q.66 Total quantity method is a type of .
Ans X 1. preliminary estimate

o 2. detailed estimate
75 3. approximate estimate

75 4. revised estimate

Question ID : 26433091132
Status : Answered
Chosen Option : 2



Dell
Rectangle

Dell
Rectangle


Q.67 Which of the given options are NOT listed as a type of sewer appurtenances?
Ans X 1.Lamp holes

75 2. Catch basins
& 3. Suction pumps
X 4. Manholes

Question ID : 26433095950
Status : Answered
Chosen Option : 1

Q.68 Which of the following is NOT a major irrigation method according to NRCS?
Ans X 1.Surface

& 2. Mega
75 3. Sprinkler
725 4. Micro

Question ID : 26433099755
Status : Answered
Chosen Option : 2

—_—

Q.69 Which of the following is NOT classified under the category of carriageway markings?
Ans X 1. No-overtaking zone markings

" 2. Kerb marking for visibility
#5 3. Pedestrian crossings

#5 4. Pavements edge line

Question ID : 264330100976
Status : Answered
Chosen Option : 2

Q.70 A 10 m (supported length) structural steel column is designed with its both ends
restrained against translation and rotation. The effective length of the column shall be:

Ans X 1.10m
& 2.65m
X 3.12m
X 4.20m

Question ID : 26433099797
Status : Answered
Chosen Option : 2

Q.71 The schedule of bars does not contain
Ans X 1.the total length of each bar

o 2. the labour required for each bar
/< 3. the total weight of each bar
75 4. the shape of bending

Question ID : 26433091130
Status : Answered
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Q.72 As per IS (383-1970), the percentage passing of fine aggregates under a 2.36 mm IS
sieve during the grading Zone 1 is

Ans (1. 0-10%
< 2. 95-100%
X 3. 25-45%

« 4. 60-95%
Question ID : 26433096511
Status : Answered
Chosen Option : 1
_—
Q.73 Both granite and basalt belong to and are used as building stones.

Ans & 1.Igneous group
75 2. Metamorphic group
75 3. Marble group

#5 4. Sedimentary group

Question ID : 26433096650
Status : Answered
Chosen Option : 4

Q.74 Canal bed level - (thickness of culvert + depth of culvert) = Level of the floor of

Ans X 1.aqueduct
75 2. subway
«” 3. syphon aqueduct
75 4. super passage

Question ID : 26433095860
Status : Answered
Chosen Option : 3

Q.75 As per IS standard specifications for timber door, window and ventilator frames, the
symbolic designation of 12 DT 20 would indicate:

Ans X 1.frame of ventilator with a width of 12 modules and height of 20 modules
#< 2. frame of defined shutter door with a width of 12 modules and height of 20 modules
«” 3. frame of double shutter door with a width of 12 modules and height of 20 modules

#5 4. frame of window shutter door with a width of 12 modules and height of 20 modules

Question ID : 26433099708
Status : Not Answered
Chosen Option : ==
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Q.76 The minimum number of persons required for direct ranging is 2. Similarly, the number
of persons required for indirect ranging is

Ans X 1.4
X 2.1
3.2
5 4.3

Question ID : 264330100636
Status : Answered
Chosen Option : 2

Q.77 ldentify the correct statements.
i. Contour lines form sharp V-shaped curves across valley line, with the convex side of
the curve towards the higher ground.
ii. Contour lines form U-shaped curves across valley line, with the convex side of the
curve towards the higher ground.
iii. Contour lines form U-shaped curves across ridge line, with the concave side of the
curve towards the higher ground.
iv. Contour lines form sharp U-shaped curves across ridge line, with the convex side
of the curve towards the higher ground.

Ans o 1.iandiii

X 2.iandiv
X 3liiandiv
< 4. i and iii

Question ID : 264330100659
Status : Answered
Chosen Option : 4

Q.78 In case of uniform slope, the contour lines:

Ans X 1.widely space each other
¥ 2. tend to parallel each other
25 3. cross each other

/< 4. space very close to each other

Question ID : 26433099727
Status : Answered
Chosen Option : 1

Q.79 During the construction of a steel truss roof, which of the following statements are
correct?
(i) Steel truss transmits self-weight and roof loads vertically on the walls.
(ii) Spacing between steel trusses are usually between 10 feet to 15 feet.
(iii) Steel trusses use reduced dead load of building making structure unstable.

Ans X 1. (i), (ii), and (iii)
X 2. Only (i), (iii)
& 3. Only (i), (ii)
4. Only (ii), (iii)

Question ID : 26433096884
Status : Not Answered
Chosen Option : ==
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Q.80 A cantilever beam subjected to point load of 10 units at its free end is having
maximum deflection of 1250/(3EIl) units. Find the slope at its free end.

Ans o 1.125/(E]) units
& 2. 12.5/(El) units
75 3.62.5/(El) units
75 4. 250/(El) units

Question ID : 264330100969
Status : Not Answered
Chosen Option : -=

Q.81 Centre Line method is used for preparing
Ans & 1. building estimate

75 2. bridges estimate
#5 3. road estimate

/< 4. irrigation works estimate

Question ID : 26433099331
Status : Answered
Chosen Option : 1

Q.82 Fly-ash is a by-product of:
Ans X 1.lime

75 2. gypsum
#< 3. pig iron
” 4. coal

Question ID : 26433088087
Status : Answered
Chosen Option : 4

Q.83 The unit of measurement for damp proof course (DPC) is
Ans X 1.metre

75 2. kilogram
" 3. square metre
#< 4. cubic metre

Question ID : 26433099314
Status : Answered
Chosen Option : 4
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Q.84 For petty works such as minor repairs, annual repairs, etc., which of the following
sanctions is/are required?

Ans X 1. Technical sanction only
" 2. Administrative sanction only
#5 3. Neither administrative sanction nor technical sanction

75 4. Both administrative sanction and technical sanction

Question ID : 26433099310
Status : Answered
Chosen Option : 3

Q.85 Sound level due to a noise pollution is NOT measured in terms of:
Ans X 1. Micro-Pascal

75 2. bels
75 3. decibels
" 4. meter/second

Question ID : 26433095918
Status : Answered
Chosen Option : 4

—_—

Q.86 Compressive strength development due to cement and its fineness are in which
relation with each other?

Ans X 1. Partially connected
#< 2. Inversely proportional
& 3. Directly proportional
75 4. Insignificant

Question ID : 26433088052
Status : Answered
Chosen Option : 2

Q.87 A contour of constant rainfall is known as
Ans X 1.isopleth

#< 2.isochrone
75 3. isopluvial
" 4. isohyet

Question ID : 26433095850
Status : Answered
Chosen Option : 4



Dell
Rectangle

Dell
Rectangle


Q.88 In a direct shear test, the soil load is subjected to more stress at the
Ans X 1.centre

& 2. edges
25 3. bottom

X 4. top

Question ID : 26433096828
Status : Answered
Chosen Option : 3

Q.89 For prevention of creep in a railway track, which of the following methods can be
adopted?
i. Using creep indicator
ii. Using anchors below the rails
iii. Use of steel sleepers
iv. Avoid fast movement of trains

Ans X 1.Bothiand iv
25 2. Only i, ii and iii
& 3. Both ii and iii
#< 4. Bothiiand iv

Question ID : 26433086543
Status : Answered
Chosen Option : 4

Q.90 The flow in which the depth changes in the flow direction slowly enough that the
piezometric head can be assumed constant on every cross section is called as:

Ans X 1. hydraulic jump
& 2. gradually varied flow
< 3. uniform flow
25 4. turbulent flow

Question ID : 26433099744
Status : Answered
Chosen Option : 4

Q.91 The following statements given pertain to theodolite used in surveying. Identify the
incorrect statement

Ans X 1. The axis of the plate bubble should be in a plane perpendicular to the vertical axis
75 2. The vertical cross hair should be perpendicular to the horizontal axis (tilting axis).
" 3. The line of sight should be parallel to the horizontal axis.

#5 4. The horizontal axis should be perpendicular to the vertical axis (standards
adjustment).

Question ID : 26433099731
Status : Answered
Chosen Option : 3
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Q.92 The centre to centre distance between individual fasteners in a line, in the direction of
load is called

Ans X 1. Gauge distance
< 2. Edge distance
#5 3. End distance
« 4. Pitch

Question ID : 26433099437
Status : Answered
Chosen Option : 2

Q.93 As per IS 800:2007, if a member carrying compressive loads resulting from dead loads
and imposed loads, then what will be its permissible maximum slenderness ratio
limit?

Ans X 1.250
x 2.300
« 3. 180
 4.350

Question ID : 264330100828
Status : Answered
Chosen Option : 1

Q.94 For columns of unsupported length L with one end restrained in translation and
rotation and the other end restrained in rotation but free to translate, the effective
length will be

Ans o 1.12L
75 2.08L
75 3.065L

Xa1L

Question ID : 264330100840
Status : Answered
Chosen Option : 2

Q.95 As per IS 456-2000, the permissible limits for inorganic solids in the design mix is

Ans X 1.400 mg/l
« 2. 3000 mg/l
#53.2000 mg/l
25 4.200 mg/l

Question ID : 26433096517
Status : Answered
Chosen Option : 4
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Q.96 Find the head loss due to friction in a pipe of diameter 200 mm and length 50 m,
through which water is flowing at a velocity of 1.5 m/s using the Darcy-Weisbach
equation. Take the Darcy-Weisbach friction factor = 0.018.

Ans X 1.0.566 m
% 2.0616m
7 3.0.590 m
& 4.0516m

Question ID : 26433088714
Status : Not Answered
Chosen Option : --

Q.97 The rock reinforcement systems are used:
Ans X 1.in making of cofferdams

#< 2. for constructing bridges on long rivers
25 3. while casting foundations for high rise buildings

” 4. to add additional stability to rock tunnels in which structural defects exist in the rock

Question ID : 264330100970
Status : Answered
Chosen Option : 4

Q.98 Which of the following ingredients is found in high content in rapid hardening cement
which results in shortening the final setting time?

Ans o 1.Lime
725 2. Alumina
#< 3. Sulphates
< 4. Silica

Question ID : 26433088053
Status : Answered
Chosen Option : 3

Q.99 Precipitation in the form of irregular pellets or lumps of ice of size more than 8 mm is
known as

Ans o 1. hail
5 2. sleet
< 3. glaze
< 4. fog

Question ID : 26433095853
Status : Answered
Chosen Option : 2
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Q.100 The rate of an item at the store godowns from public market at a given time is called
the

Ans X 1.current rate
X 2. item rate
75 3. storage rate

” 4. market rate

Question ID : 26433091136
Status : Answered
Chosen Option : 1
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