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Q.19 The Bhopal Gas Tragedy (1984) took place due to release of which gas and from which
industry?

Ans X 1. Methyl Isocyanide from the fertilizer industry
< 2. Benzene Hexa Chloride from the fertilizer industry
75 3. Butyl Isocyanide from the pesticide manufacturing industry

«” 4. Methyl Isocyanide from the pesticide manufacturing industry

Question ID : 26433095912
Status : Not Answered
Chosen Option : -=

Q.20 The RL of point A is 100 m and its back sight is 2.000 m. If the next reading at the
change point is 1.5 m, then find the RL of the change point.

Ans X 1.985m
X 2.102m
% 3.103.5m
& 4.1005m

Question ID : 264330100669
Status : Not Answered
Chosen Option : --

Q.21 When only one point is available for orientation, orientation is done by:
Ans & 1. trough compass

/< 2. fore-sighting
#< 3. intersection

#5 4. back-sighting

Question ID : 264330100646
Status : Not Answered
Chosen Option : ==

Q.22 An estimate containing the complete schedule of all possible items that are likely to
occur is called a .

Ans X 1. approximate estimate
75 2. quantity estimate
/5 3. revised estimate

o 4. detailed estimate

Question ID : 26433091123
Status : Answered
Chosen Option : 4
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Q.23 water is flowing through a pipe of 6 cm diameter under a pressure of 200 x 103N/m?
and with mean velocity of 2.0 m/s. Find the total head or total energy per unit weight of
the water at a cross section which is 6 m above the datum line.

Ans & 1.265m
X 2.285m
X 3.225m
2 4.305m

Question ID : 26433088712
Status : Answered
Chosen Option : 2

Q.24 Which of the following statements is/are true regarding the soil required for subgrade
in road construction?
i.It must have good permeability or drainage characteristics.
ii.It must undergo high volume changes.
iii.It must have high bending strength.
iv.It must be uniformly graded.

Ans X 1.Bothiiiand iv
25 2. Both i and iii
& 3.0nlyi
< 4.Bothiand iv

Question ID : 26433091099
Status : Answered
Chosen Option : 2

Q.25 Which of the following devices/units are NOT installed for gaseous pollution control?
Ans X 1. Adsorption unit

75 2. Venturi scrubbers
75 3. Plate towers

” 4. Cyclone collectors

Question ID : 26433095908
Status : Answered
Chosen Option : 4

Q.26 In order to overcome the accelerating effect of initial setting time concrete at high
temperature, which type of admixtures are added to the fresh mix?

Ans " 1. Retarders
75 2. Air-entraining
75 3. Superplasticizers
75 4. Accelerators

Question ID : 26433096528
Status : Answered
Chosen Option : 2
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Q.27 Total pressure is a force exerted by a fluid when static mass of the fluid comes in
contact with a plane or curved surface. The point of application of total pressure on
the surface is known as

Ans X 1. centroid
" 2. centre of pressure
#5 3. centre of point
75 4. centre of gravity

Question ID : 26433088706
Status : Answered
Chosen Option : 2

Q.28 As per IS 456:2000 the effective length of the column which is fixed at one end and
hinged at the other end is . Where L = Unsupported length of the column

Ans X 1.1.0L
2.08L
% 3.065L
X 4.12L

Question ID : 26433099417
Status : Answered
Chosen Option : 3

Q.29 The expression for additional tension reinforcement in a doubly reinforced beam is

given by:
Ans X 1. Agty = #Zcf{m
e
o 5. e Asc :l;-g?s:;fcc)
- Asc#{ t;;{:—fcc}

Question ID : 26433096882
Status : Answered
Chosen Option : 1

Q.30 During the construction of a brick building using modular bricks, the impression made
on one face of brick is called

Ans X 1. half bat
75 2. facing bond
«” 3. frog
< 4. spalls

Question ID : 26433096576
Status : Answered
Chosen Option : 1
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Q31 The three-phase diagram of the partially saturated soil sample is given in the
figure. Determine the degree of saturation of the soil.

v W

. fee) {g)
T T A T
’ T T
9230l W ot

06053 L -'- -r_ 115

0:3704 B 1.0

Question ID : 26433096657
Status : Not Answered
Chosen Option : --

Q.32 As per IS 456-2000, what is the maximum free water to cement ratio of an M20 grade of
reinforced concrete under mild exposure conditions?

Ans X 1.0.6
 2.055
% 3.045

X 4.04

Question ID : 26433096519
Status : Not Answered
Chosen Option : -=

Q.33 A process involving the reduction of moisture content in timber under more or less
controlled conditions towards or to an amount suitable for the purpose for which it is

to be used is termed as:
Ans  # 1.seasoning

< 2. Slaking
75 3. scantling
75 4. scoring

Question ID : 26433099699
Status : Answered
Chosen Option : 1
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Q.34 What is the meaning of biaxial stress?
Ans X 1. Stress acting along only one axis

" 2. Stress acting along two axes
/< 3. Stress acting along tangential direction only

75 4. Stress acting along more than two axes

Question ID : 26433088022
Status : Not Answered
Chosen Option : ==

Q.35 Which of the following statements is NOT true with regard to long wall-short wall
method?

Ans X 1. Short wall length = centre to centre length — one breadth
75 2. Long wall length out to out = centre to centre length + half the breadth on one side +
half the breadth on other side
«” 3. Short wall length = centre to centre length — half breadth

#5 4. Long wall length out to out = centre to centre length + one breadth (breadth is same
at both ends)

Question ID : 26433099335
Status : Not Answered
Chosen Option : ==

Q.36 Considering maximum and minimum stress at the base of a dam, it will be correct to
assume that:

Ans X 1. for no tension to develop, resultant stress must lie outside the middle third of base
width

" 2. maximum stress in reservoir empty condition is expected at heel of base
#< 3. tension is allowed to be developed at a point of the base in the masonry dam

/< 4. tension is developed if eccentricity is less than B/6

Question ID : 264330100961
Status : Not Answered
Chosen Option : ==

Q.37 The void ratio for which the change of volume remains constant during shearing is
called the:

Ans X 1.bulking
«” 2. critical void ratio
#< 3. point of harmony

#< 4. point of contra-flexure

Question ID : 26433099735
Status : Not Answered
Chosen Option : ==
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Q.38 The detailed estimate prepared for renovation or renewal of structure, damaged works,
minor improvements in buildings is called

Ans X 1.supplementary estimate
«” 2. annual repair estimate
#5 3. special estimate

75 4. maintenance estimate

Question ID : 26433099326
Status : Not Answered
Chosen Option : ==

Q.39 Based on their physical and mechanical properties, clay bricks are classified into
classes. -

Ans o 1. four
7< 2. one
25 3. six
< 4. two

Question ID : 26433091038
Status : Answered
Chosen Option : 1

Q.40 is the maximum net intensity of loading that can be allowed on the soil
without the settlement exceeding the permissible value.

Ans X 1. Ultimate bearing capacity
«” 2. Safe bearing pressure
#< 3. Net pressure
/5 4. Gross safe bearing capacity

Question ID : 26433096640
Status : Not Answered
Chosen Option : ==

Q.41 The application of curing on the prepared concrete results in
Ans X 1.no change in strength

#5 2. increase in air entrainment
«” 3. increase in compressive strength

75 4. decrease in compressive strength

Question ID : 26433096526
Status : Answered
Chosen Option : 3
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Q.42 The addition of a portion of fly-ash in the mix design results in reduction in:
i) permeability
ii) chemical attack
iii) heat of hydration
iv) initial setting time

Ans & 1.0nly (i), (ii) and (i)
< 2. Only (i) and (iii)
2 3..), (i), (iii), (iv)
4. Only (i)

Question ID : 26433091045
Status : Not Answered
Chosen Option : ==

Q.43 Which of the following statements are true with respect to working from whole to part?
i. Major control points are established first with higher precision and then the minor
control points are established using less precision.

ii. Major control points are established first with higher precision and then the minor
control points are established using higher precision too.

iii. Errors are minimised.

iv. Less number of instruments are required for surveying.

Ans o 1.iandliii

&K 2. iandiv
< 3.iiandiv
7 4. i, iii and iv

Question ID : 264330100633
Status : Not Answered
Chosen Option : --

Q.44 The method of proportioning mostly used for concrete rigid pavements on road
construction is called the

Ans o 1.IRC 44
#< 2. arbitrary proportion
< 3. maximum density method

< 4. surface area method

Question ID : 26433096521
Status : Answered
Chosen Option : 1

Q.45 According to IS 800:2007, the design compressive strength of an axially loaded
compression member is based on the:

Ans X 1. Rankine formula
< 2. Secant formula
< 3. Merchant Rankine formula

o 4. Perry Robertson formula

Question ID : 264330100827
Status : Answered
Chosen Option : 3
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Q.46 The selection of building materials during construction should be done based on
which of the following factors?
i. Material cost
ii. Service life
iii. Maintenance cost
iv. Sustainability

Ans X 1.0nly (i)
& 2. (i), (i), (iil), (iv)
#5 3. Only (i) and (iii)
75 4. Only (i) and (ii)

Question ID : 26433088067
Status : Not Answered
Chosen Option : --

Q.47 The rolled I-section steel beams exhibit:

Ans & 1. comparable torsional and warping rigidities
#< 2. small amount of torsional rigidity only
25 3. small amount of warping rigidity only

#< 4. a small amount of both warping and torsional rigidity

Question ID : 264330100836
Status : Answered
Chosen Option : 2

Q.48 In Symons rain gauge, the rim of the collector is set in a horizontal plane at a height of
above the ground level.

Ans X 1.26.5cm
o 2.30.5cm
5 3.20.5cm
< 4.12.7 cm

Question ID : 26433095849
Status : Answered
Chosen Option : 2

Q.49 The recommended slump range (mm) as per IS 456:2000, for hand placed pavement
quality concrete is:

Ans X 1.75-100

& 2.25-75
< 3.100 - 150
< 4.50 - 100

Question ID : 26433099784
Status : Answered
Chosen Option : 1
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Q.50 The modulus of elasticity (GPa) of structural steel as assumed in Indian practice is:

Ans o 1.200
75 2.250
< 3.225

X 4.175

Question ID : 26433099705
Status : Answered
Chosen Option : 2

Q.51 As per IS 456:2000, for limit state method of design, the permissible bearing stress
shall be taken as:

Ans X 1.0.5fy
o 2.0.45f,
7 3.0.25f
X 4.0.67 fy

Question ID : 26433096331
Status : Answered
Chosen Option : 4

S

Q.52 A parameter associated with the operation of activated sludge process is:
Ans X 1.Respiration rate

75 2. Chemical oxygen demand
#< 3. Physical oxygen demand
«” 4. Sludge volume index

Question ID : 26433099770
Status : Not Answered
Chosen Option : --

Q.53 Study the given data and answer the question that follow.
FB of line AB = 60°
FB of line BC = 120°
Find the included angle B.

Ans o1 00
X 2. 180°
X 3. 240°
4 120°

Question ID : 264330100648
Status : Not Answered
Chosen Option : ==
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Q.54 The form used in public works for measurement book is
Ans X 1.Form 22

75 2. Form 21
" 3. Form 23
< 4.Form 24
Question ID : 26433091122
Status : Answered
Chosen Option : 1
Q.55 Annual is the ratio of cultivable irrigation area irrigated during the

year to the total CCA.
Ans X 1. cultivation

75 2. precipitation
” 3. intensity
25 4. rainfall

Question ID : 26433095856
Status : Not Answered
Chosen Option : ==

Q56 Nfateh the following tvpes of signs with their board shapes as per IRC 67:

A | Regulatory i | Triangular shape
sign
B | Informatory ii Circular shape

sign
C | Warning ii

-

Rectangular shape
sign

Ans X 1. A, B-ii, C-iii

& 2. A-ii, Briii, C-i
X 3. Adii, B-i, CHiii
X 4. Adiii, B-i, C-ii

Question ID : 264330100977
Status : Not Answered
Chosen Option : ==

Q.57 The addition of Fly-Ash as an additive in the brick mix proportions results in:
Ans X 1.reduced fineness

¥ 2. reduced drying shrinkage
#5 3. less fire resistance

75 4. loss of compressive strength

Question ID : 26433088048
Status : Not Answered
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Q.58 A single-acting reciprocating pump has a 15 cm piston with a crank radius of 15 cm.
The delivery pipe is 10 cm in diameter. At a speed of 60 rpm, 310 litres /minute of water
is lifted to a height of 15 cm. Find the coefficient of discharge.

Ans X 1.0.815
 2.0.975
% 3.0.92
X 4.0.845

Question ID : 26433091154
Status : Not Answered
Chosen Option : ==

Q.59 The dumpy level is most suitable for levelling survey:
Ans X 1.in forest areas

¥ 2. on flat terrain
/< 3. on a steep slope
< 4.in hilly areas

Question ID : 264330100674
Status : Answered
Chosen Option : 4

Q.60 A concrete of M60 grade obtains a cube strength of 80 MPa. If the cube strength is to

be considered as the characteristic strength, then the modulus of elasticity (N/mmz)
shall be approximately equal to (answer to the nearest thousand value):

Ans X 1.40,000
X 2.35,000
2 3.50,000
o 4. 45,000

Question ID : 26433099790
Status : Not Answered
Chosen Option : ==

Q.61 According to the limit state of collapse of RC structures, the values of partial safety
factor should be taken as:

Ans ¢ 1. 1.5 for concrete and 1.15 for steel
#5 2. 1.15 for concrete and 1.5 for steel
#< 3. 0.87 for concrete and 0.45 for steel
#< 4. 0.45 for concrete and 0.87 for steel

Question ID : 26433096327
Status : Answered
Chosen Option : 3
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Q.62 Specific gravity of a fluid is the ratio of its density to the density of a well-known fluid.
Compare the specific gravity of water, mercury and oil. Take S, = specific gravity of
water, S.; = specific gravity of oil, and Sy = specific gravity of mercury.

Ans X 1. 8y> Sw < Sail
« 2. SM > Sw > Seil
X 3. SM = Sw = Sl

X 4. Su= Sy > Sail

Question ID : 26433094799
Status : Not Answered
Chosen Option : ==

Q.63 In which type of weir is the excess energy of overflowing water dissipated by means of
a hydraulic jump?

Ans X 1. Okhla weir
75 2. Rockifill weirs with sloping aprons
o” 3. Concrete weirs with glacis

/5 4. Masonry weirs with vertical downstream face

Question ID : 26433095864
Status : Not Answered
Chosen Option : --

Q.64 Identify the correct statements.
A. Irrigation helps in elimination of mixed cropping.
B. Mixed irrigation is economical when irrigation facilities are available.
C. Fertilisers used in soil will help water quality of an underground reservoir.
D. Over-irrigation may reduce crop yield.

Ans X 1.AandB
X 2.BandC
& 3.CandD
@ 4. Dand A

Question ID : 26433095832
Status : Not Answered
Chosen Option : ==

Q.65 As described by Indian Road Congress, which of the following methods is used for the
design and analysis of flexible pavements?

Ans X 1. Theoretical method
” 2. California bearing ratio method
75 3. Semi empirical method

#< 4. Benkelman beam deflection method

Question ID : 26433096586
Status : Answered
Chosen Option : 1
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Q.66 The greasy and other substances floating on the surface of sewage is termed as
Ans X 1.Scum

75 2. Sludge
/< 3. Sewage
" 4. Aerobic

Question ID : 26433099771
Status : Answered
Chosen Option : 2

Q.67 Which of the following alloys of iron and carbon has the highest yield strength?
Ans X 1. Dead mild steel

< 2. Mild steel
& 3. High carbon steel
75 4. Medium carbon steel

Question ID : 26433088055
Status : Answered
Chosen Option : 2

Q.68 The shear associated with change of bending moment along the span is known as:
Ans X 1. punching shear

#< 2. balancing shear
#5 3. torsional shear

o 4. flexural shear

Question ID : 26433096330
Status : Not Answered
Chosen Option : ==

Q.69 Which of the following statements are correct, with reference to the Road Formation
width?
i. It is the bottom width of the embankment.
ii. It is the bottom width of the cutting.
iii. It is inclusive of the width of the shoulders.
iv. It is inclusive of the width of side drains.

Ans X 1.Both (i) and (iv)
#< 2. Both (i) and (iv)
#5 3. Only (ii), (iii) and (iv)
« 4. Both (ii) and (iii)

Question ID : 26433086522
Status : Not Answered
Chosen Option : ==
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Q.70 Total active pressure due to dry backfill acting at h/3 above the base is directly
proportional to .

Ans &1 Hg
-
< 3.

x 4

Question ID : 26433096642
Status : Not Answered
Chosen Option : --

Q.71 A cantilever beam of length L is subjected to a couple M at its mid span. Determine
shear forces at quarter span from the (i) free end and (ii) fixed end?

Ans 1. (i) Zero, (ii) Zero

x 2. (i) % (ii) %
X 3. (i) Zero, (ii) %

v M
x4 (1) E.‘ (i1) E

Question ID : 26433092162
Status : Not Answered
Chosen Option : --

Q.72 Explain the term used to define the loss in the property value due to modifications in
structural design, repairing and aesthetics.

Ans X 1. Sinking fund
< 2. Annuity
#< 3. Capitalised value
«” 4. Obsolescence

Question ID : 26433096581
Status : Not Answered
Chosen Option : --
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Q.73 Consider the following statements and select the correct option.
i.The stadia method is based on the principle that the ratio of the perpendicular to the
base is constant (k) in similar isosceles triangles.
ii. If B = 34’ 22”.64, then the constant k is 100.

Ans X 1. Statementiis correct, but ii is wrong
75 2. Statement i is wrong, but ii is correct
«” 3. Both the statements are correct

75 4. Both the statements are wrong

Question ID : 264330100677
Status : Not Answered
Chosen Option : ==

Q.74 Carbon monoxide (CO) as an air pollutant is mainly generated from”
Ans X 1. refineries

#< 2. agricultural activities
#5 3. open burning of garbage
” 4. automobiles

Question ID : 26433095910
Status : Answered
Chosen Option : 3

Q.75 An artificial marine structure used for berthing of ships and vessels for sheltering,
repairing and designing is called as:

Ans X 1.port
«” 2. dock
< 3. breakwater
#< 4.light house

Question ID : 26433099761
Status : Not Answered
Chosen Option : --

Q.76 The slopping floor below and in continuation of the raised crest of a weir is known as

Ans X 1.DS slope
X 2.DS fall
” 3. glacis
75 4.DS grade

Question ID : 26433095863
Status : Not Answered
Chosen Option : ==
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Q.77 Which of the following is a standard modular size (in mm units) of common building
brick as per Indian standard?

Ans X 1.191 x 90 x 80
< 2.192 x 90 x 60
& 3.190 x 90 x 90
7 4.193 x 90 x 50

Question ID : 26433099701
Status : Answered
Chosen Option : 3

Q.78 Highway lighting serves which of the following purposes?
i.Prevent accidents
ii.Increase in traffic capacity
iii.Increase in safety against crime
iv.Increase green cycle time

Ans X 1.Bothiand iii
75 2. Bothiiand iv
#< 3. Bothiii and iv
o 4. Only i, ii and iii

Question ID : 264330100974
Status : Answered
Chosen Option : 4

Q.79 According to Darcy’s law, in most of the soil (except coarse gravel), the pores are so
small that the flow of water through them is always

Ans X 1.unsteady
75 2. transient
#< 3. turbulent
& 4. laminar

Question ID : 26433096654
Status : Answered
Chosen Option : 4

Q.80 In order to satisfy the requirements of Fe500D steel for reinforcement purpose, the
0.2% proof stress (MPa) should be a minimum of:

Ans X 1.550
X 2.450
 3.500

X 4.415

Question ID : 26433099704
Status : Not Answered
Chosen Option : --
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Q.81 The coefficient of viscosity (p) is the resisting property of a fluid to shearing force. The

Ans

units of dynamic viscosity are Pa-s and poise. What is the relation between poise
Pa-s?

« 1.1 poise L Pheg
10

X 2 1poise = 0.5Pa—s

X3 1poise = 1Pa—s

X 4. 1 poise = Pax
100

and

Question ID : 26433088704
Status : Answered
Chosen Option : 2

Q.82 A concrete design mix with a low water/cement ratio and also using larger aggregates

Ans

results in .
#5 1. high flowability

" 2. gains in concrete compressive strength
#< 3. no change in strength

#< 4. reduction in concrete compressive strength

Question ID : 26433096516
Status : Not Answered
Chosen Option : ==

Q.83 The degree of the curve is an angle subtended at the centre by a chord of length

Ans

and the degree of a curve with radius 688 m will be equal to
K 1.20m; 2.5°

&K 2.20m; 2°
o 3.30m; 2.5°
& 4.30m; 3°

Question ID : 264330100675
Status : Not Answered
Chosen Option : --

Q.84 The maximum value of effective slenderness ratio as per IS 800 for a tension member

Ans

in which a reversal of direct stress occur due to loads other than wind or seismic
forces is

X 1.250
X 2.350

& 3.180
X 4.400

Question ID : 26433099439
Status : Not Answered
Chosen Option : ==
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Q.85 A reversible reaction in which a charged ion in solution is exchanged for a similarly
charged ion electrostatically attached to an immobile solid particle is termed as:

Ans X 1. nitrification
X 2. efflorescence
75 3. carbonation

¥ 4.ion exchange

Question ID : 26433099774
Status : Not Answered
Chosen Option : ==

Q.86 Which of the following is NOT a function of a cross-regulator?

Ans X 1. Effectively controls the entire canal irrigation system
75 2. Helps in heading up water on the upstream
75 3. Absorbs fluctuations in various sections of the canal

«# 4. Serves as a meter for measuring discharge

Question ID : 26433095866
Status : Not Answered
Chosen Option : ==

Q.87 A structure built up underground, focusing on receiving human waste in various forms
is called:

Ans X 1. latrine pit
/< 2. water storage tank
/< 3. basement
" 4. septic tank

Question ID : 26433096580
Status : Answered
Chosen Option : 4

Q.88 A compound piping system consists of 600 m of 50 cm, 400 m of 40 cm, and 200 m of
30 cm diameter pipes of the same material connected in series. Using Dupuit’s
equation calculate the equivalent length of a 40 cm pipe of the same material.

Ans X 1.1450m
o 2.1439 m
% 3.1490 m
X 4.1539 m

Question ID : 26433088711
Status : Not Answered
Chosen Option : ==
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Q.89 The terms such as dressing, grading, trimming and levelling are basically used in

Ans X 1.banking
& 2. surcharge

«” 3. surface preparation work

#5 4. backfill

Question ID : 26433096578
Status : Answered
Chosen Option : 3

Q.90 The phenomenon of rise or fall of liquid level in a capillarity tube is called as
capillarity. In non-wetting liquids (e.g. mercury), what is the relation between cohesion
of mercury and adhesion between mercury and capillary tube?

Ans & 1. Cohesion is greater than adhesion.
#< 2. No relation between cohesion and adhesion.
#5 3. Cohesion is equal to adhesion.

#5 4. Cohesion is lesser than adhesion.

Question ID : 26433088695
Status : Not Answered
Chosen Option : ==

Q.91 Sequentially arrange the following steps which are involved in surveying to build an

irrigation structure.
A.Reconnaissance survey
B.Preliminary survey
C.Examine the water availability
D.Final location survey

E.Final survey report

Ans & 1.C ABDE
X 2.C,A,B,E,D
X 3.AB,C,D,E
X 4.AB,D,E,C

Question ID : 26433095835
Status : Answered
Chosen Option : 3

Q.92 Under which of the following circumstances can the contour lines of different
elevations intersect each other?

Ans X 1.Valley
o 2. Cave
5 3. River
75 4. Steep slope

Question ID : 264330100658
Status : Answered
Chosen Option : 4
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Q.93 Which of the following statements is INCORRECT?
A.Seepage drains reduce the chances of water logging.
B.Water logging makes the land more productive.

C.Fertilisers used in irrigation may contribute in various ways to the problem of water
pollution.

D.Water logging is caused due to the presence of permeable strata.
Ans X 1.BandC

/& 2.Dand A
o 3.BandD
& 4.AandB

Question ID : 26433095833
Status : Answered
Chosen Option : 3

Q.94 The hydropower plants which utilise the minimum flow in a river having no
appreciable pondage on its upstream are called as:

Ans X 1. pumped storage plants
#< 2. storage plants
#< 3. tidal plants
«” 4. run-off river plants

Question ID : 26433099743
Status : Answered
Chosen Option : 4

Q.95 Which of the following is the main function of “submerged” kerbs in rural roads?
Ans X 1. To prevent water logging on the road

75 2. To provide parking space
#< 3. To prevent animals to come on the road

” 4. To provide lateral confinement to the base course in flexible pavement

Question ID : 26433091092
Status : Answered
Chosen Option : 1
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Q.96 Which of the following is NOT an example of a typical stress distribution diagram at
the base of a circular chimney?

= AT
e

x4 H IRE2 =

Question ID : 264330100966
Status : Answered
Chosen Option : 2

Q.97 In Pensky Marten test for Bitumen, a momentary flash was seen at a temperature of
200° Celsius and the bitumen burned for at least 5 seconds at a temperature of 240°
Celsius. The flash and fire point of bitumen is and ,
respectively.

Ans X 1.240° Celsius, 240° Celsius

#< 2. 240° Celsius, 200° Celsius
#5 3.200° Celsius, 200° Celsius
" 4. 200° Celsius, 240° Celsius

Question ID : 26433086529
Status : Answered
Chosen Option : 2

Q.98 Considering horizontal water pressure effect on a dam, it may be concluded that:

Ans X 1.water pressure distribution is constant throughout the height of the dam
75 2. the centre of water pressure is at one third of the height of the dam from the top
o” 3. the distribution diagram of water pressure is triangular in shape

75 4. the total water pressure acts at middle height of the dam

Question ID : 264330100964
Status : Answered
Chosen Option : 1
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Q.99 Soil is weathered chemically due to
Ans X 1.winds

«” 2. leaching
25 3. splitting action of ice

X 4. plants and animals

Question ID : 26433096652
Status : Answered
Chosen Option : 1

Q.100 The levelling operation in which the back-sight and foresight readings are taken and
no intermediate sights are observed is known as:

Ans & 1.1ly levelling
75 2. plot levelling
#5 3. dynamic levelling
25 4. check levelling

Question ID : 26433099728
Status : Answered
Chosen Option : 2
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